
TURNKEY 
MODULAR BATHROOM 
PODS

Another first from Vekon, leading brand of prefabricated 
and steel construction sector: Turnkey Modular Bathroom 
Pods

We design, produce to Modular Bathroom Pods that will 
meet safety and health needs in the best way in your 
construction site, complete to the assembly of it in the 
factory, and deliver it to the every place you want. When 
the Modular Bathroom Pods reaches the site, it remains 
only the completion of the connections of clean water, 
waste water and electrical. We both provide a great cost 
advantage and save time to our customers with the 
Turnkey Modular Bathroom Pods.

TURNKEY 
MODULAR BATHROOM 
PODS

Modular Bathroom Pods, which is 
preferred in constructions such as hotel, 
hospital, school, public buildings, social 
facilities, multi-storey buildings that used 
numerously of same type bathroom, 
consists of concrete platform, walls, 
ceiling, and the materials of toilet and 
bathroom that selected carefully. We 
produce Modular Bathroom Pods, which 
we design it by taking into account your 
demands, by using galvanized lightweight 
steel construction profiles. Thus, we both 
build aesthetic and functional Modular 
Bathroom Pods and take all measures 
that need in terms of your safety and 
health. 

The floor thickness of Modular Bathroom 
Pods we produce, although it changes 
according to project, is usually 9 cm. We 
form its concrete floor in accordance with 
the needs (pipe holes) that are specified 
in the project. We make the walls of 

Modular Bathroom Pods from galvanized 
lightweight steel construction profiles we 
produce in fully automated rollform 
production lines. We combine all profiles 
by bolt connection and never apply 
welding operation. Thus, we provide a 
high resistance against to moisture and 
corrosion. We use rockwool, which its 
insulation value and fire resistance is high, 
as insulation material. We cover the 
surfaces of wall by drywall sheets that are 
resistant to moisture, and do plastering 
with satin plaster or direct ceramic 
application over drywall according to the 
condition of place. We also produce the 
ceiling of the Modular Bathroom Pods 
from galvanized lightweight steel 
construction such as its walls. Again, we 
use drywall sheets that resistant to 
moisture in the plating of ceiling. We also 
prepare holes and inspection holes that 
need to be opened in accordance with 
the project in our production facility.  
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We complete all electrical and 
mechanical equipment of the Modular 
Bathroom Pods in our production facility 
and dispatch it to the site. There is the 
equipment of clean water, waste water, 
heating and cooling within the context of 
mechanical installation. We mount 
ventilation units to the wall or ceiling in 
accordance with the project. We 
complete the installation process by 
preparing all taps, valves, and shower 
equipment. We apply hot and cold water 

connections the way it will connect from 
the outer surface of Modular Bathroom 
Pods to the main installation. All of 
installation materials we use are produced 
in accordance with DIN standards. We 
also leave an inspection hole in order to 
be intervened easily to installation in the 
ceiling of the module. Finally, we do all 
controls of the Modular Bathroom Pods, 
the tests of water and electrical 
installations in our production facility, and 
then dispatch it to sites. 

ASSEMBLY
ADVANTAGE IN FACTORY

Impermeability in Modular Bathroom 
Pods is one of the most important issues. 
We also use insulation materials that 
provide complete sealing in the 
production of Modular Bathroom Pods by 
taking into account this. We provide 
waterproofing in all wet areas, walls, and 
floor in this way. Materials that will be 
used in interior coating also can vary 

according to the project. Although it is 
generally preferred ceramic, it can be also 
preferred optionally marble, porcelain, 
acrylic, natural stones, and glass-like 
materials. We consider your preferences 
completely in the coating of interior and 
carry out coating process by your desired 
material.

WATERTIGHT 
MODULAR BATHROOM 
PODS

We dispatch the Modular Bathroom 
Pods, which we complete its production 
and mounting in factory, in special 
packages to avoid any damage during 
transport. We perform the shipment with 
vehicles that its above is open or closed 
by taking into account weather and road 
conditions. Although it varies depending 
on the model, Modular Bathroom Pods 

has average of 450 kg / m² weight. This 
weight enables to Modular Bathroom 
Pods can be carried by forklift during 
storage and dispatch. Rings we mounted 
to module during the installation in site 
makes it easy and accelerate to be 
transported of module with crane and to 
be mounted the part it will be used.  

*Vekon team completes the electrical, mechanical, and 
water installation connections of Modular Bathroom Pods 
during the setup in the case it is on the agreement.     

DISPATCHING WITHOUT DAMAGE,
PRACTICAL SETUP  

TYPE - I

TYPE - II

TYPE - III

WALL
THICKNESS SECTION

INSIDE
COVERING

OUTSIDE
COVERING

(Site-applied
by Client)

Noise
Protection

Fire
Protection

75mm
+

interior
finishing

87,5mm
+

interior
finishing

Single layer
moisture and fire

resistant
gypsum board

( 12,5mm)

Single layer
moisture and fire

resistant
gypsum board

(12,5mm) + Single
layer regular

gypsum board
(12,5mm)

75mm
+

interior
finishing

Single layer
moisture and fire

resistant
gypsum board

(12,5mm) + Single
layer regular

gypsum board
(12,5mm)

STEELIFE
GALVANIZED
STEEL STUD

Min. 50mm
+ 50mm

Rockwool
Insulation

Min. 50mm
+ 50mm

Rockwool
Insulation

Min. 50mm

Single or
Double
layers
regular
gypsum
board

( 12,5mm)

38 dB 30 Min.

60 Min.

90 Min.

42 dB

46 dB

Single or
Double
layers
regular
gypsum
board

( 12,5mm)

Single or
Double
layers
regular
gypsum
board

( 12,5mm)


